
REAR LOADER CONTAINER WASHER

THE CHARACTERISTICS
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Farid pursues an ongoing R&D policy, therefore the technical specifications of our products may differ from those indicated.

6100 cold water 1 X X P.d.f. al cambio 3690 15000

Mod. CW - RL C 4000 cold water 1 X P.d.f. al cambio 3105 12000

Mod. CW - RL MS 4000 cold water 1 X auxiliary engine 3690 12000

7000 cold water 1 X X P.d.f. al cambio 3800 18000

7000 cold water 1 X auxiliary engine 3800 18000

5500 cold water 1 X auxiliary engine 3690 15000

Mod. CW - RL S1/S2* 4000 hot water 2 X auxiliary engine 3690 12000

* Mod. CW - RL S1 version with one boiler * Mod. CW - RL S2 versionwith two boilers 60DE.08.001.0

7000 hot water 2 X auxiliary engine 3800 18000

5500 hot water 2 X auxiliary engine 3690 15000

7000 cold water 1 X X P.d.f. al cambio 3800 18000

6100 cold water 1 X X P.d.f. al cambio 3690 15000

MINI C 2400 cold water 1 X P.d.f. al cambio 2900 6/7500

Mod. CW - RL MINI F 2400 cold water 1 X P.d.f. al cambio 2900 6/7500

Mod. CW - RL F 4000 cold water 1 X P.d.f. al cambio 3105 12000
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Washing chamber
The container is washed inside a perfectly-tight stainless
steel chamber. Thanks to its high volume, the refuse col-
lection tank allows for the washing of a high number of
containers, without any service interruption. The grill-like
surface inside it provides for slurry to be poured into the
dirty water container located inside the tank. To quickly

CW-RL rear-loading bin-washers are the results of a
twenty-year experience acquired by MORO TEVEICO in the
manufacturing of washing equipment, as well as the inte-
rest towards the most recent innovative solutions sugge-
sted by the research applied in the fields of electronics,
hydraulics and new materials used. The range of equipment
obtained has been implemented following customer's
expectations: reliable, easy to use, highly performing and
with a modern and effective design.

Tank
Clean water tanks and dirty water collection tanks are
made of AISI 304 stainless steel. A modular tank in
polyethylene* is also available on some models, as shown
on the table in the last page; this material ensures long-
lasting reliability, lightweight structure and cost saving.
The final finishing consists of a painted-steel brushing to
ensure a pleasant external result.

unload the waste contained in the washing chamber, a per-
fectly-tight door is installed in its bottom side, for the enti-
re length. Fixed or automated* stainless steel racks are
installed on the washing chamber internal parts and equip-
ped with special sensitized fan nozzles, to wash the contai-
ner external surface.

Washing systems:

A) Mini bin-washers
Mini bin-washer performs the external wash following the
internal one.
The internal wash is made by two rotating and translating
heads, activated by hydraulic motor. The wash can be made
with cold water or, on compatible vehicles, with hot water
generated by a boiler and a 24 V burner.

B) Top-of-the-line bin-washers
Various washing systems are available, depending on spe-
cific needs. In the Standard versions, the equipment
performs the internal wash, followed by the external wash
of container. In the Super version, an auxiliary motor and a
second high-pressure pump allow for performing the inter-
nal and external wash at the same time.
Bins are washed inside by two rotating and translating
heads, equipped with five nozzles. The special nozzle shape
and the combined action of jets effectively remove the fou-
ling from bin internal walls.
The equipment can wash with cold or hot water, produced
by 24 V burners and boilers using weldless steel coils.
Water heating systems are equipped with safety valves to
prevent overpressure and flame extinction.

Handling device
This equipment is available with different devices to handle
the refuse collection bins: lifting devices for 120 to 1,700-
litre containers (120 to 1,100 litres on Mini version), com-
patible with various hooking systems available on the
market.

Electric system
The electric system, designed and implemented by Moro
Teveico Research & Development, supervises the activa-
tion of all equipment commands and is controlled by a pro-
grammable logic controlled (PLC).

REAR LOADER CONTAINER WASHER MODEL CW-RL MINI

EXTERNAL CONTROL PANEL

REAR LOADER CONTAINER WASHER WITH STAINLESS STEEL TANK

REAR LOADER CONTAINER WASHER
MODEL CW-RL


